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* Complete the CODE LED COLOUR N [4000K 313000K 212700K 1]2200K

Consigliata I'installazione su pali metallici @60. Non idoneo per pali Still. Cavo versione ON-OFF: 1m HO5RN-F 2x1. Cavo versione DALI: 1m HO7RN-F

kx1. | Recommended for installation on @ 60 metal poles. Not suitable for Still poles. Cable ON-OFF version: Tm HOSRN-F 2x1. Cable DALl version: 1Tm HO7RN-F

4x1. | Recommandé pour l'installation sur des poteaux métalliques de @40. Ne convient pas aux Still poteaux. Céble version ON-OFF : im HOGRN-F 2x1. Céble version
DALl : 1m HOZRN-F 4x1. | Se recomienda su instalacion en postes metélicos de @60. No es apto para los postes Still. Cable version ON-OFF: Im HOSRN-F 2x1. Cable
version DALE: 1 m HO7RN-F Lx1.
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* Complete the CODE LED COLOUR N 14000K 313000K 212700K 112200K

Consigliata I'installazione su pali metallici @60. Non idoneo per pali Still. Cavo versione ON-OFF: im HO5RN-F 2x1. Cavo versione DALI: im HO7RN-F

4x1. | Recommended for installation on @ 60 metal poles. Not suitable for Still poles. Cable ON-OFF version: Im HOERN-F 2x1. Cable DALI version: Im HO7RN-F

4x1. | Recommandé pour l'installation sur des poteaux métalliques de @60. Ne convient pas aux Still poteaux. Céble version ON-OFF : Tm HOERN-F 2x1. Céble version
DALl : 1m HO7RN-F 4x1. | Se recomienda su instalacién en postes metdlicos de @60. No es apto para los postes Still. Cable version ON-OFF: im HOGRN-F 2x1. Cable
version DALI: Tm HOZRN-F Lx1.





