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Ê Linfa 80

Ê Linfa 120

Ê Linfa O 80

Ê Linfa O 120

Ê Linfa I 80

Ê Linfa I 120

LINFA
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Installazione
Installation
Installation

Terra
Ground
Sol

Materiali
Materials
Materiels

Materiale Corpo: Vetroresina | Tipo di diffusore: PMMA | Trattamento: Anodizzazione
Material: Fibreglass | Diffuser type: PMMA | Treatment: Anodization
Matériel du corps: Fibre de verre | Type de diffuseur: PMMA | Traitement: Anodisation

Alimentazione
Power supply
Alimentation

350mA - 3V   |   24V

Versioni
Versions
Versions

Cavo Alimentazione: 3 metri PVC 2x0,25mm
Power cable: 3 m PVC 2x0.25mm
Câble d'alimentation: 3 m PVC 2x0,25mm

LINFA

LINFA 
80

LINFA 
120

LINFA 
O 80

LINFA 
O 120

LINFA 
I 80

LINFA 
I 120

All Black
All Black
All Black

Nero - Ottone
Black - Brass
Noir - Laiton

Marrone - Ottone
Brown - Brass
Brun - Laiton

Verde - Ottone
Green - Brass
Vert - Laiton
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LED

W LM REAL LM COL. CODE * €

1,5 140 68 ąöĮ350mA-3V

LL14900AÄ  

LL14900BÄ  

LL14900MÄ  

LL14900VÄ  

1,5 140 68 ąöĮ24V 

LT14900AÄ  

LT14900BÄ  

LT14900MÄ  

LT14900VÄ  

* Complete the CODE Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K

NEW

IP 66 IKĮ06Į1JĮxx3 
Čó
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ø 3/8"
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"
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0
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"

Linfa 80

LED

W LM REAL LM COL. CODE * €

1,5 140 68 ąöĮ350mA-3V

LL14901AÄ  

LL14901BÄ  

LL14901MÄ  

LL14901VÄ  

1,5 140 68 ąöĮ24V 

LT14901AÄ  

LT14901BÄ  

LT14901MÄ  

LT14901VÄ  

* Complete the CODE Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K

NEW

IP 66 IKĮ06Į1JĮxx3 
Čó

ø 10
ø 3/8"

11
75

46
 1

/4
"

10
0

3 
7/

8"

45 1 
3/

4"

20
0
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7/

8"

83
0
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"

Linfa 120
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LED

W LM REAL LM COL. CODE * €

1,5 140 85 ąöĮ350mA-3V

LL14911AÄ  

LL14911BÄ  

LL14911MÄ  

LL14911VÄ  

1,5 140 85 ąöĮ24V 

LT14911AÄ  

LT14911BÄ  

LT14911MÄ  

LT14911VÄ  

* Complete the CODE Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K

NEW

IP 66 IKĮ06Į1JĮxx3 
Čó ø 44

ø1 3/4"

45 1 
3/

4"

45 1 
3/

4"

20
0

7 
7/

8"

83
0

32
 5

/8
"

11
20

44
 1

/8
"

Linfa O 120

LED

W LM REAL LM COL. CODE * €

1,5 140 85 ąöĮ350mA-3V

LL14910AÄ  

LL14910BÄ  

LL14910MÄ  

LL14910VÄ  

1,5 140 85 ąöĮ24V 

LT14910AÄ  

LT14910BÄ  

LT14910MÄ  

LT14910VÄ  

* Complete the CODE Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K

NEW

IP 66 IKĮ06Į1JĮxx3 
Čó ø 44

ø1 3/4"

45 1 
3/

4"

45 1 
3/

4"

20
0

7 
7/

8"

43
0

16
 7

/8
"

72
0

28
 3

/8
"

Linfa O 80
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LED

W LM REAL LM COL. CODE * €

1,5 140 68 ąöĮ350mA-3V

LL14920AÄ  

LL14920BÄ  

LL14920MÄ  

LL14920VÄ  

1,5 140 68 ąöĮ24V 

LT14920AÄ  

LT14920BÄ  

LT14920MÄ  

LT14920VÄ  

* Complete the CODE Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K

NEW

IP 66 IKĮ06Į1JĮxx3 
Čó

ø 15
ø 5/8"

77
5

30
 1

/2
"

10
0

3 
7/

8"
45 1 
3/

4"
20

0
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7/
8"

43
0

16
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/8
"

Linfa I 80

LED

W LM REAL LM COL. CODE * €

1,5 140 68 ąöĮ350mA-3V

LL14921AÄ  

LL14921BÄ  

LL14921MÄ  

LL14921VÄ  

1,5 140 68 ąöĮ24V 

LT14921AÄ  

LT14921BÄ  

LT14921MÄ  

LT14921VÄ  

* Complete the CODE Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K

NEW

IP 66 IKĮ06Į1JĮxx3 
Čó

11
75

46
 1

/4
"

10
0

3 
7/

8"
45 1 
3/

4"
20

0
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7/
8"
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ø 15
ø 5/8"

Linfa I 120
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Accessori  |  Accessories  |  Accessoires

Base in acciaio per Linfa

Base in acciaio per l'installazione a superficie di un Linfa. 
Inclinazione 10°.

Steel base for Linfa
Steel base for surface installation of Linfa (one piece). 
Tilt 10°.

Base en acier pour Linfa
Base en acier pour l'installation en surface d'un Linfa. 
Inclinaison 10°.

Col. Code €

- LB1490001  

702 3/4"
70
2 3/4"

83 3  
1/

4"

Alimentatori in corrente costante Linfa

Drivers in constant current Linfa

Alimentations à courant constant Linfa

Alimentatore 24V in tensione costante Linfa

24V constant voltage driver Linfa

Alimentation à tension constante de 24V Linfa

10m cavo PVC 2x0,25mm

Cavo in PVC, sezione 2x0,25mm. Adatto ad uso esterno.

10m PVC cable 2x0.25mm
PVC cable, section 2x0.25mm. Suitable for outdoor use.

Câble PVC 2x0.25mm 10m
Câble en PVC, section de 2x0,25mm. Également adapté 
à l'usage à l'extérieur.

Col. Code €

- LB1490002  

N° max IP Code €

1/3 20 LB1070008  

1/7 20 LB1070009  

1/16 20 LB1070011  

4/6 20 LB1070012  

3/15 67 LB1070013  

2/15 DALI 20 LB1070064  

N° max IP Code €

1/15 20 LB1070029  

1/25 20 LB1070030  

1/20 67 LB1070031  

1/35 67 LB1070032  
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Opzioni di installazione.
Installation options.
Options d'installation.

10°

291

Picchetto.
Spike.
À planter.

Con base in acciaio.
With steel base.
Avec base en acier.

Colori disponibili.
Available colours.
Couleurs disponibles.

Diametro diffusore.
Diffuser diameter.
Diamètre du diffuseur.

FEATURES

ø 1 cm
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