® | 839

Class Tonda 330
| LED | OPAL. SEMITRASP.
IP65 W LM REALLM COL. CODE * CODE *
1K 10 20J xx9 C€ &5 C) LL58101 LL58201
18 1950 1256-1701| [O] @ 220-240 V @ .0 LL582Q2
LL581QG LL582QG
() |Lsss1q1
18 1950 1256 O @ 220-240 v (=) | QP | Ls581Q2
LS581QG
(Dl 1Lssiee LL582B1
18 1950 1256- 1701 =
+LED Em. 3H - 180 m| O © 220-240 v &, @D | LLse182 LL582B2

LL581BG LL582BG V
S o'b g

ATT. MAX CFL

(D iBss121 LB58221
E27 1x100 1x33 O @ 556122 LB58222
LB5812G LB5822G
(D LBssim LB582M1
E27 2x60 2x30 o Q% @ .:s:1m2 LB582M2
LB581MG LB582MG
* Complete the CODE LED COLOUR N 14000K 313000K

Diffusore in policarbonato. Guarnizione in silicone. Lampade dim. max: E27 196 mm @ 58 mm. Versione doppia: lampade dim. max: E27 180 mm @ 58

mm. | Polycarbonate diffuser. Silicone gasket. Lamp max. dim: E27 196 mm @ 68 mm. Double version: Lamp max. dim: E27 180 mm @ 58 mm Diffuseur en
polycarbonate. Joint en silicone. Lampes dim. max: E27 196 mm @ 58 mm. Version double - Lampes dim. max: E27 180 mm @ 568 mm. | Difusor de policarbonato. Junta
de silicona. Dim. méx. lamparas: E27 196 mm @ 58 mm. Version doble - Dim. méx. lémparas: E27 180 mm @ 68 mm.

Class Tonda 260
| LED | OPAL. SEMITRASP.
IP65 W LM REALLM COL.  CODE * CODE *
UK
IK10120J 39 CE & (__D|LLs91P1 LL592P1
18 1950 1223-1658 [O] @ 220-2a0v | @ | LL591P2 LL592P2
LL591PG LL592PG
()| Lsso1p1
18 1950 1223 O @ 220-2a0 v (=) | (P | Ls591P2
LS591PG
(D 1LLs91e1
18 1950 1223 <
- LED Em. 3H - 180 tm| 0 @ 220240 v &, @D | L5012
LL591BG
ATT. MAX CFL
(D iBso121 LB59221
E27 1x75 1xI5 O @ @ 550122 LB59222
LB59126G LB5922G
% Complete the CODE LED COLOUR N |4000K 313000K
Diffusore in policarbonato. Guarnizione in silicone. Lampade dim. max: E27 128 mm @ 48 mm. | Polycarbonate diffuser. Silicone gasket. Lamp max. dim: E27 128
mm @48 mm. | Diffuseur en polycarbonate. Joint en silicone. Lampes dim. max: E27 128 mm @ 48 mm. | Difusor de policarbonato. Junta de silicona. Dim. méx.

lémparas: E27 128 mm @ 48 mm.





