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Alimentatori in corrente costante Pop

*dimensione foro cartongesso

Drivers in constant current Pop
*plasterboard hole size

Alimentations à courant constant Pop
*Taille du trou de la plaque de plâtre

Alimentadores de corriente 
constante Pop
*tamaño de los agujeros de la placa 
de yeso

Prod Spec CC N° max IP * Code

Pop ON-OFF 350mA 1 20 Ź ≥60mm LB1070009

Pop ON-OFF 350mA 1/3 20 Ź ≥60mm LB1070011

Pop 1-10 PUSH 350mA 1/3 20 Ź ≥72mm LB1070012

Pop ON-OFF 500mA 1/3 20 Ź ≥72mm LB1070018

Pop 1-10 PUSH 500mA 1/3 20 Ź ≥72mm LB1070019

Pop DALI Settable 1/3 20 Ź ≥72mm LB1070064

Pop ON-OFF 500mA 1 20 Ź ≥62mm LB1070016

Pop TRIAC 500mA 1 20 Ź ≥60mm LB1070076
 Passante dal foro del prodotto.

 *

Convertitore Pop
Voltage-current converter Pop

Convertisseur tension-courant Pop

Convertidor tensión-corriente Pop

Prod Spec N° max IP Code

Pop 24V - 350mA 1 20 LB1460001

Pop 48V - 350mA 2 20 LB1460001

Pop 24V - 500mA 1 20 LB1460002

Pop 48V - 500mA 2 20 LB1460002

LED

W LM REAL LM COL. CODE *

7 1000 800 ąöĮ500mA-14V 

M LZ14606WÈÄ

LZ14606NÈÄ

LZ14606BÈÄ

LZ14606ZÈÄ

LZ14606UÈÄ

LZ14606GÈÄ

LZ14606AÈÄ

LZ14606SÈÄ

7 1000 800

ą220-240V 
ë REMOTE DRIVER  
 INCLUDED

M LL14606WÈÄ

LL14606NÈÄ

LL14606BÈÄ

LL14606ZÈÄ

LL14606UÈÄ

LL14606GÈÄ

LL14606AÈÄ

LL14606SÈÄ

* Complete the CODE È OPTIC S | 25° M | 45° D | Diff.  Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K D | Dim to warm 1900K-3500K, only for LZ codes

e anello adattatore Sabbia RAL 1013.
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