Delta 2 Circular

e |2

IP66 IK 08 5J xx7 w

LM REALLM

[2]

OL. CODE *

(e

75

MAX. MAX.

12.500 10.662

® @ 220-240V

LL15421WC1

LL15421GC1
LL15421KC1
LL15421BC1

75

12.500 10.662

® @ 220-240V

DALI2

LM15421WC1
LM15421GC1
LM15421KC1
LM15421BC1

100

15.000 12.690

® @ 220-240V

LL15422WC1

LL15422GC1
LL15422KC1
LL15422BC1

100

15.000 12.690

® © 220-280V

LM15422WC1

DALI2

LM15422GC1
LM15422KC1
LM15422BC1

120

17.500 14.930

® © 220-280V

LL15423WC1

LL15423GC1
LL15423KC1
LL15423BC1

120

17500 14.930

® © 220-240V

LM15423WC1

DALI2

00000000 0000 0000 0000 000

LM15423GC1
LM15423KC1
LM15423BC1

% Complete the CODE

LED COLOUR 55700K N|[4000K 313000K 2]2700K 112200K

Versione on-off: cavo 0,7m HOSRN-F. Versione DALI: cavo 0,7m HO7RN-F. | On-off version cable: 0,7m HOSRN-F. Cable DALI version: 0,7m HO7RN-F.

on-off : 0,7m HOBRN-F. Cable version DALl : 0,7/m HO7RN-F.

Delta2 Arc

| Cable versién on-off: 0,/m HOSRN-F. Cable versién DALI: 0,7m HO7RN-F.

Cable version

NEW

IP66 IK 08 5J xx7 w

LM REALLM

[2]

OL. CODE *

CeEs

75

MAX. MAX.

9.000 6.987

® © 220-280V

LL15424W

LL15424G
LL15424K
LL15424B

75

9.000 6.987

® © 220-280V

LM15424wW

DALI2

LM15424G
LM15424K
LM15424B

90

10.000 7.985

® © 220-240V

LL15425W

LL15425G
LL15425K
LL15425B

90

10.000 7.985

® © 220-240V

LM15425W

DALI2

000 0000 8000 0000

LM15425G
LM15425K

LM15425B

% Complete the CODE OPTIC SS110° ME|20°

WI130° WW |40°

EP|20° X 40°

EV 140°X20° LED COLOUR N |[4000K 313000K 212700K 112200K

Versione on-off: cavo 0,7m HOSRN-F. Versione DALI: cavo 0,7m HO7RN-F. | On-off version cable: 0,7m HOSRN-F. Cable DALI version: 0,7m HO7RN-F.

on-off : 0,/m HOBRN-F. Céble version DALl : 0,7m HO7RN-F.

| Cable versidn on-off: 0,7m HOSRN-F. Cable versién DALL: 0,7m HO7RN-F.

Cable version





